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CLIPPO S
dim to warm

LED-Wand- und Deckenstrahler, 
mit dim to warm LED 9,5 W,  
CRI>90, mit hochwertigem Alumi-
niumreflektor und eingebautem 
Driver 230 V, dimmbar mit Pha-
senanschnittdimmer, Gehäuse aus 
massivem Aluminium, dreh- und 
schwenkbar (350°/90°), Entblen-
dungsring wahlweise gold, schwarz 
oder weiß

LED-wall and ceiling luminaire, with 
dim to warm LED 9,5 W, CRI>90, 
with high-quality aluminium reflec-
tor and built-in driver 230 V, leading 
edge dimmable, housing made of 
aluminium, adjustable (350°/90°), 
anti glare ring optionally gold, black 
or white

CODE TYPE COLOUR LAMP LUMEN* POWER SUPPLY
D345 CLIPPO S white/white 1x9,5W LED 34°     dim to warm 45-915 lm incl. driver phase dim
D348 CLIPPO S white/gold 1x9,5W LED 34°     dim to warm 45-915 lm incl. driver phase dim
D338 CLIPPO S black/black 1x9,5W LED 34°     dim to warm 45-915 lm incl. driver phase dim
D342 CLIPPO S black/gold 1x9,5W LED 34°     dim to warm 45-915 lm incl. driver phase dim
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CLIPPO S mit Wabenraster 
with honey comb louver
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CLIPPO S DUO
dim to warm

LED-Wand- und Deckenstrahler, 
mit dim to warm LED 2 x 9,5 W, 
CRI>90, mit hochwertigem Alumi-
niumreflektor und eingebautem 
Driver 230 V, dimmbar mit Phasen-
anschnitt-/Phasenabschnittdimmer, 
Gehäuse aus massivem Aluminium, 
dreh- und schwenkbar (350°/90°), 
Entblendungsring wahlweise gold, 
schwarz oder weiß

LED-wall and ceiling luminaire, with 
dim to warm LED 2 x 9,5 W, CRI>90, 
with high-quality aluminium reflec-
tor and built-in driver 230 V, leading 
edge/trailing edge dimmable, hous-
ing made of aluminium, adjustable 
(350°/90°), anti glare ring optionally 
gold, black or white

CODE TYPE COLOUR LAMP LUMEN* POWER SUPPLY
D331 CLIPPO S DUO white/white 2x9,5W LED 34°     dim to warm  2 x45-915 lm incl. driver phase dim
D336 CLIPPO S DUO white/gold 2x9,5W LED 34°     dim to warm  2 x45-915 lm incl. driver phase dim
D305 CLIPPO S DUO black/black 2x9,5W LED 34°     dim to warm  2 x45-915 lm incl. driver phase dim
D310 CLIPPO S DUO black/gold 2x9,5W LED 34°     dim to warm  2 x45-915 lm incl. driver phase dim

black/black white/goldblack/gold white/white

COLOURS

ACCESSORIES

CODE TYPE COLOUR
D147 HONEY COMB LOUVER black

Wabenraster für alle CLIPPO S-Versionen
Honey comb louver for all CLIPPO S versions

CODE TYPE COLOUR
DH-D305 REFLECTOR 24° -
DH-D307 REFLECTOR 48° -

Reflektoren für alle CLIPPO S-Versionen
Reflectors for all CLIPPO S versions
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